Muffe gerade Typ MV-MF / Straight Female socket Type MV-MF
Messing vernickelt / Brass nickeled

Art.Nr Bezeichnung

Art.N° Description

130.300 MV-MF 1/8“

130.301  MV-MF 1/4*

130.302 MV-MF 3/8“

130.303  MV-MF 1/2¢

130.304  MV-MF 3/4*

130.305  MV-MF  1“

90° Winkel-Muffe Typ MV-WMF / 90° elbow female socket type MV-WMF
Messing vernickelt / Brass nickeled

Art.Nr Bezeichnung

Art.N° Description

130.309 MV-WMF 1/8*

130.310 MV-WMF 1/4“

130.311  MV-WMF 3/8*

130.312 MV-WMF 1/2“

130.313  MV-WMF 3/4“

130.314 MV-WMF  1“

T-Muffe Typ MV-TMF / T-Female socket Type MV-TMF
Messing vernickelt / Brass nickeled

Art.Nr Bezeichnung

Art.N° Description

130.329 MV-TMF 1/8“

130.330 MV-TMF 1/4°

130.332 MV-TMF 3/8“

130.335  MV-TMF 1/2“

130.336 MV-TMF 3/4“

130.337 MV-TMF  1*

Y-Verteiler Typ YMF / Y-Manifold Type YMF
Mit 3 x Innengewinde / 3 x inside thread

Art.Nr Bezeichnung

Art.N° Description

130.320 YMF 3/8“

130.321  YMF 1/2“

3-fach Verteiler Typ 4MF / 3 -port Manifold Type 4MF
Mit 4 x Innengewinde / 4 x inside thread

Art.Nr Bezeichnung

Art.N° Description

130.325 4MF 3/8°

130.326  4MF_ 1/2“

Wechselreduzierung Typ WR/ AG.. IG.. / Reducing bush Type WR/AG.. IG.

Messing / Brass

Art.Nr Bezeichnung Auflengewinde
Art.N° Description Outside thread
130.350 WR/AG1/4" 1G1/8" G 1/4”
130.351 WR/AG3/8" 1G1/8" G 3/8*
130.352 WR/AG1/2" 1G1/8" G 1/2¢
130.353 WR/ AG3/8" 1G1/4" G 3/8"
130.354 WR/AG1/2" 1G1/4" G 1/2¢
130.355 WR/AGL/2" 1G3/8" G 1/2°
130.356 WR/ AG3/4" 1G3/8" G 3/4*
130.357 WR/AG3/4" 1G1/2" G 3/4*
130.358 WR/AG 1" |G1/2" G 1
130.359  WRJ/AG 1" 1G3/4" G1*

Innengewinde
Inside thread

G1/8”
G 1/8”
G 1/8”
G1/4
G 1/4”
G 3/8”
G 3/8”
G 1/2"
G 1/2°
G 3/4*
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